
78

40 CFR Ch. I (7–1–00 Edition)§ 428.90

pollutant properties, controlled by this
section, which may be discharged to a
publicly owned treatment works by a
new point source subject to the provi-
sions of this subpart:

Pollutant or pollutant prop-
erty

Pretreatment standards

Maximum
for any 1

day

Average of daily
values for 30

consecutive days
shall not ex-

ceed—

Metric units (kg/kkg of product)

COD ..................................... 14.7 6.11
Oil and grease ..................... (1) (1)
TSS ...................................... (2) (2)
pH ........................................ (2) (2)

English units (lb/1,000 lb of
product)

COD ..................................... 14.7 6.11
Oil and grease ..................... (1) (1)
TSS ...................................... (2) (2)
pH ........................................ (2) (2)

1 100 mg/l.
2 No limitation.

[40 FR 2341, Jan. 10, 1975, as amended at 60
FR 33964, June 29, 1995]

Subpart I—Pan, Dry Digestion, and
Mechanical Reclaimed Rub-
ber Subcategory

SOURCE: 40 FR 2342, Jan. 10, 1975, unless
otherwise noted.

§ 428.90 Applicability; description of
the pan, dry digestion, and mechan-
ical reclaimed rubber subcategory.

The provisions of this subpart are ap-
plicable to process waste water dis-
charges resulting from the production
of reclaimed rubber except when pro-
duced by the wet digestion process.

§ 428.91 Specialized definitions.

For the purpose of this subpart:
(a) Except as provided below, the gen-

eral definitions, abbreviations and
methods of analysis set forth in part
401 of this chapter shall apply to this
subpart.

§ 428.92 Effluent limitations guidelines
representing the degree of effluent
reduction attainable by the applica-
tion of the best practicable control
technology currently available.

Except as provided in §§ 125.30
through 125.32, any existing point
source subject to this subpart shall
achieve the following effluent limita-
tions representing the degree of efflu-
ent reduction attainable by the appli-
cation of the best practicable control
technology currently available (BPT):

(a) The following limitations estab-
lish the quantity or quality of pollut-
ants or pollutant properties controlled
by this section, which may be dis-
charged by a point source subject to
the provisions of this subpart after ap-
plication of the best practicable con-
trol technology currently available:

Effluent characteristic

Effluent limitations

Maximum
for any 1

day

Average of daily
values for 30

consecutive days
shall not ex-

ceed—

Metric units (kg/kkg of product)

Oil and grease ..................... 0.40 0.144
TSS ...................................... 0.384 0.192
pH ........................................ (1) (1)

English units (lb/1,000 lb of
product)

Oil and grease ..................... 0.40 0.144
TSS ...................................... 0.384 0.192
pH ........................................ (1) (1)

1 Within the range 6.0 to 9.0.

(b) The following limitations estab-
lish the quantity or quality of pollut-
ants or pollutant properties, controlled
by this section and attributable to pan,
dry digestion, and mechanical re-
claimed rubber processes which are in-
tegrated with a wet digestion re-
claimed process, which may be dis-
charged by a point source subject to
the provisions of this subpart after ap-
plication of the best practicable con-
trol technology currently available, in
addition to the limitations set forth by
§ 428.92(a):
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